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Features 

 

 High peak reverse voltage 

 Cased and molded assembly 

 “Fast-on” terminals  

 RoHS compliant to Directive 2011/65/EC. 

         Article 4(1), Annex II; Annex III, 7(a)  
  

 

 

 

Device Electrical Characteristics  
( 25°C ambient temperature unless stated otherwise) Conditions Symbol Value 

Repetitive Peak Reverse Voltage VRRM Per Leg VRRM 8,000 Volts 

Maximum Average Forward current IFAVM@TC = 55°C I(FAV) 2.0 Amps 

Maximum Forward Voltage Drop VF@0.5IFAVM  Per Leg VF 7.2 Volts 

Maximum Reverse Current IR@ VRRM @ 25°C IR 0.5 µA 

Maximum Surge Current Rating  IFSM(8.3ms) IFSM 50 Amps 

 

      

  Min. Max. 

Mechanical Data  Symbol in. mm in. mm 

Body Length A - - 1.25 31.75 

Body Width B - - 1.25 31.75 

Body Height C 0.500 12.7 - - 

Overall Height D - - 1.00 25.40 

Terminal Width E - - 0.25 6.35 

Terminal Thickness F - - 0.032 0.81 

Center Hole Diameter G - - 0.20 0.50 

Counter Bore Diameter  H - - 0.40 10.16 

Counter Bore Depth J   0.25 6.35 
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